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(57) Abstract: The invention relates to a plastic 
compound comprising at least one polymer, at least 
one otganic starting compound of a ceramic active 
ingredient and at least one glass material for forming 
a glass ceramic with the aid of said ceramic active 
ingredient, said material containing glass and/or a 
starting material of glass. The plastic compound 
is characterised in that the glass has a glass 
transition point T,, which essentially corresponds 
to a decomposition temperature T, of the oiganic 
starting compound. The organic starting compound 
is preferably a polyoi^anosiloxane. The thennal 
decomposition of the polyoiganosiloxane leads to 
the formation of a porous parent structure consisting 
of silicon oxide, which is infiltrated by the glass, 
which is molten at the decomposition temperature. 
In addition, a dense, mechanically stable glass ceramic layer is formed. Said layer is electro-insuladng so that a cable retains its 
function in the event of fire. The plastic compound is thus used to electrically insulate products that are exposed to fire-risks, for 
example cables or domestic appliances. 

(57) Zusanunenfassung: KunststofiFmasse, Erzeugnis mit der Kunststoffmasse und Verwendung der Kunststoffmasse 5 Die Erfin- 
dung betrifft eine Kunststoffmasse mit mindestens einem Polymer, mindestens eincr oi^anischen Ausgangsverbindung mindestens 
eines keramischen WerkstoITs und mindestens einem Glasmaterial zur Bildung einer Glaskeramik mit dem keramischen WerkstofF, 
das ein Glas und/oder cin Ausgangsmalerial des Glases aufweist, dadurch gekennzeichnet, dass das Glas cincn Glaspunkt Tg auf- 
wcist, der im Wesentlichen einer Zcrsetzungstemperatur Tz der oiganischen Ausgangsverbindung cntspricht. Vorzugsweise ist die 
organische Ausgangsverbindung cin Polyorganosiloxan. Durch themiische Zersetzung des Polyorganosiloxans bildet sich ein po- 
roses Grundgeriist aus Siliziumdioxid, in das das bei der Zcrsetzungstemperatur fliissige Glas infiltriert wird. Im Weiteren bildet 
sich eine dichte, mechanisch stabile Schicht aus Glaskeramik aus. Diese Schichl ist elektrisch isolierend, so dass eine Funktion 
eines Kabels im Falle eines Brandes erhalten bleibt. Daher wird die Kunststofifmasse zur elektrischen Isoliening Brand gefMhxdeter 
Produkte, beispielsweise Kabel oder HaushaltsgerSte, eingesetzt 
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